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TQJ-0760XDO Applications

® (698~5900MHz Band

Indoor Ceiling Antenna e Indoor Omni coverage

Technical Sheet Features

® Broadband, Low VSWR
® Compact size. Low profile, Aesthetically pleasing
® Ceiling Mount

Patterns

Note: The picture is for reference only ,
please kindly consult with the real product.

E Plane

Specifications -
P Installation Sketch
Model TQJ-0760XDO 18 Mounting Hok
Freq.range-MHz 698~5900 |
Gain-dBi 2~55 '
VSWR <2.0 ﬁ F Celling
Ver Beamwidth-° 85+30 E@::\\  Cabe
Impedance-Q 50 Conneclor iy
Nut
Polarization Vertical
Max.Power-W 50 Antenna
Connector Position Bottom
N-female. N-male or SMA-female.

Connector

SMA-male
Dimension-mm d186x81
Weight-Kg 0.2

- - - Installation Sketch —_—
Mountlng Way Fix with Nut 1. T_he amfenna is _suitable_for common ceilir?g installation.
Note: The antenna is suitable for wooden or plaster ceiling; other 2 E;;S:;,‘;";'n":;fjni'g:‘f,:':‘;‘;;i';;';;;,': the ceiling.
- . 4. Connect the antenna and the system , then entwine the connector with

ceiling should be customized. waterproof tape.

Addr :NO.2 Chanxiu Road ,Foshan city,Guangdong China Code:528061
Kenbotong Technology Co.. Ltd Tel: 86(757)8202-5597, 8221-9788 Fax : 86(757)8221-2072,8802-2808
. .

Email: kbt@kenbotong.com web: http://www.kenbotong.com




